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AluClik

Site assemble louver

Rapid fixing of lamellos to AC-clips which are

fixed to mounting profile in the factory

Lamella spacing is free

Type US-AC, lamella t¥pe AC-4 80x60 1 !

Mounting profile 37x2

Lamella length max. 3800 accurate sawn, 60
metric 6300 mm

Reconmended distance between 1

frames c/c 1500 mm, 1

AluClik lamella mounting 41
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Lamella spacing C, shown 80 mm

Assembling qap app. O mm
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i 1 DETAIL A
SCALE 81 \\\\\\\-_
leistoleranssi Tuote Pirustusnumero evisio
5_@ General tolerance  |Product Drawing number Revision
+0 0,0 mm  JAWClk , mounting profile 00001154 06
[ akaava ossa i Pvn. pirretly Sivu
scale Moss Nome Dote created Poge
1:8 A3 kg Brochure assembly, AC-4 80x60 SL 84,2008 5/9
Lisatieto o terioali aterinalipaksuus Py, muutettu
Additional information aterial Materiol thickness Dote changed
SL 962009
Pintakdsittely Tunnistekoodi
Surface finish [dentification code
Powder painting or anodizing
A A LUPRD ilausnumero ro jektinumero
[rder number Project number
+358 (0320 742 1700
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AluClik

Site assemble louver

Ropid fixing of lamellas to AC-clips which are
fixed to mounting profile in the factory
Lamella spacing is free,

Type US-AC, lamella t*pe AC-4 80x60
Mounting profile 37x21 + wall bracket

Lamella length max. 3800 accurate sawn,
metric 6300 mm

Recommended distance between
frames c/c 1200 mm

AluClik lamello. mounting 4:1

Max. 05xL1

Lamella length L
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OTHER BRACKETS
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DETAIL A
SCALE 1 +1
Yleistoleranssi Tuote Pirustushumero Revisio
E_@ General tolerance Product Drawing number Revision
#0 -0,0 mm  AluClik , mounting profile + wall brocket 90001154 06
Mittakaava Mossa Nimi Pvm. pirretty Sivu
scole Mass Name Dote created Page
118 A3 kg Brochure assembly, AC4 80x60 SL 8.4.2008 b/9
Lisdtieto Materiaali oteriaalipaksuus Pvm. muutettu
Additional Information Ma.terlol Moterial thickness Date changed
5L 9.6.2009
Pintokasittely unnistekoodi
Surface finish Identification code
Powder painting or anodizing
A A LU PR u Tilausnumero Pro jektinumero

+398 (020 742 1700

Order number

Project number
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AluClik

Site assemble louver

Rapid fixing of lamellas to AC-clips which are
fixed to mounting profile in the factory
Lamella spacing is free.

Type US-AC, lamella t{pe AC-4 80x60
Mounting profile 37x21 + frame + frame bracket

Lamella lenath max, 3800 accurate sawn,
metric 6900 mm

Recommended distance between
fromes c/c 1500 mm

3D-VIEW

AluClik lamella mounting 41

Lamella length L
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Assembling qap opp. 9 mm
between %legmgnt_gp

Lisatieto
Adolitional Information

oteriaali

oteriaalipaksuus
o terial Material thickness

vm. nuutetiu
ote changed

L 9.6.2009

DETAIL A
SCALE 81
leistoleranss] Tuote irustusnumero evisio
E_@ General tolerance Product rowing humber Revision
t0 -0,9 mm  AWClik , mounting profile + frame + frame bracket 90001154 06
Mittakaava ossa mi vm, pirretty Sivu
scole Moss Nome ote created Page
18 A3 kg %rochure assembly, AC-4 80x60 EI_ 8.4.2008 7/9

/‘ALUPRD
+358 (0)20 742 1700

Pintakdsittely
Surface finish

Powder painting or anodizing

unnistekoodi
dentification code

ilausnumero
[rder number

ro jektinumero
Project number




